
Hold the section of the design flat 
against the wall, and then remove the 
backing paper and put to one side for 
later.
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Please make sure that your wall is 
clean, dry and dust free before fitting.

We recommend that new paintwork 
has been allowed to dry for 3-4 weeks 
before fitting our wall stickers.

Your wall stickers should be 
maintenance free, but if you do need 
to clean them, gently wipe with a damp 
cloth.

Gently peel a corner and pull back 
along the wall. Stickers that are in a 
cool room or have been in place for a 
while may benefit from gentle warming 
before removal.

Before fitting

Care Removing Wall Stickers

Tape your wall sticker to the wall with 
masking tape. 

Use a spirit level to ensure the design 
is straight.

When you are happy with the sticker’s 
position, use masking tape to create a 
hinge along the top edge (see dotted 
line.)

If the design is very long, you may find 
it helpful to carefully cut one or more 
vertical lines though the clear plastic 
and paper backing layers, taking care 
to avoid damaging the vinyl sticker.

Squeegee the design to ensure good 
contact with the clear applciation 
layer, and then slowly peel away from 
the paper backing sheet. If the vinyl 
doesn’t lift off the backing, re-squeegee 
as necessary.

Not suitable for children under the age 
of 36 months because of small parts 
which may be a choking hazard.

Please be sure to apply vinyl wall 
stickers out of reach of little fingers!

Warning

Scissors 
Masking tape 
Spirit level

Optional: 
Tape measure

You will need

For further information please see our website at www.bloobry.co.uk
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As you remove the backing, gently 
squeegee the design to the wall. Start 
by squeegeeing down the middle, then 
work down and out towards the sides.

Remove the masking tape, and then 
gently peel the application layer away, 
keeping it flat to the wall at 180º from 
the exposed vinyl.

Finally, hold the backing paper against 
the sticker and squeegee to ensure it is 
properly applied.


