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Please ensure all the cables for the ozone, light, fan
and speaker are hanging down the back of the
shower ready to connect.
Pass the top shower head fitting through the roof panel
and affix using the large nut for this. if not pre-fitted
Connect to Water & Electrical Supply as shown in
diagram. Connect the white insulated hose to the white
steam pod within your shower. Make sure these are
fitted in the correct position as they are only attached for
transportation reasons only.
Connect a braided hose from the shower valve’s centre
feed to this opening
Drain: Connect the grey rubber hose from the steam
generators drain opening to the nozzle on the shower waste
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Pass the top shower head fitting
through the roof panel and affix using the large nut for
this. The speaker, fan, and light will be pre-fitted.
Ensure all the cables are unraveled to enable location
and connection at a later stage. Put the roof on the enclosure
and attach it using the 20mm screws. The
ceiling is fixed in position at the REAR ONLY by screwing
up through the re-drilled holes in the rear panel, into the
ceiling.
The White Ozone unit is supplied separately and will
need to be fitted. Unscrew the chrome end from the
main body of the ozone. Position the white unit on the
up (outside) of the roof and fasten in place by screwing
the chrome end into it.The Ozone will be located over
the hole in the roof towards the back corner.You can now
place the ceiling onto the shower.

x4

(12.2)St 4x20mm

(12.2)St 4x20mm
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x8

(12.2)St 4x20mm

20 screws

(12.2)St 4x20mm
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Using the 16mm screws provided attach the back panel
to the enclosure.
A bead of sealant along the tray where the panels
will sit will provide a watertight barrier.
Remember to remove any excess sealant once the
panels have been seated into position.
DO NOT SCREW THE PANELS TO THE TRAY JUST YET.

x10

(12.1)St 4x16mm

(12.1)St 4x16mm(12.1)St 4x16mm
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Fit the handles into the sliding doors. The handle is
comprised of several parts. Position the main handle part
on the outside of a door ensuring the Chrome Washer
and a Clear Washer are positioned also on the outside
face over the thread. Push the threaded ends through
the glass.Next place another clear washer on the threads
and then screw on the two different Chrome Knobs
to the inside of the glass door.Tighten until secure. DO
NOT OVER TIGHTEN.
Fix the glass positioning fixtures to the top and bottom
rails as shown
Fit the magnetic seal and waterproof belt.
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x12

(12.3)St 4x10mm

(12.3)St 4x10mm

(12.3)St 4x10mm

20mm screws are in tray package
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(12.1)St 4x16mm

(12.1)St 4x16mm

(12.1)St 4x16mm

x8
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(12.1)St 4x16mm

x8

(12.1)St 4x16mm(12.1)St 4x16mm

(12.1)St 4x16mm(12.1)St 4x16mm


