
Installation Instructions for the 
Lisna Waters LW111  111152119 Steam Shower Enclosure1
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Place the Shower Tray on a solid surface near to the 
installation site. Using your spirit level make the tray 
level by using the adjustable feet. (Simply turn the thread 
carefully using an adjustable spanner.)   
Connect the soil pipe, trap and any couplings to the  
flexible waste under the tub. You may choose to 
fit either a HEPV0 trap with the appropriate couplings or 
choose to fit a McAlpine ST28M coupling to a 
McAlpine 28-NRV  trap.  Now fill the tray/tub with some 
water and check that the water flows adequately to the 
plug and exits satisfactorily. If the water does not flow to 
the plug fully, then you will need to increase the fall on 
the tray by adjusting the legs. If the water does not exit 
the waste section fast enough, then ensure there is 
suitable fall in the waste pipe and/or no blockage or kinks 
in the pipe work. Check and attend to any leaks.
This product is freestanding so you do not need to fix the 
feet to the floor.

OZONE

Close the shower doors and press the Ozone 

button. Leave the shower to carryout the process 

which takes approximately 10 minutes. then 

open the doors and allow the shower to fully 

air dry. This device does not may any audible or 

 cation other then the panel display, 

but the aroma of Ozone may be noticeable when 

 ashes 

during this process.

M

The button can be used to Store Radio stations 

into Memory. The button also serves as a toggle 

the function of the ARROW keys for time/

temperature/track/volume/tuning etc.

TUN TEL

Pressing this button will allow you to enter the 

tuning mode when the Radio is activated. The 

current frequency will be displayed and by using 

the Arrow keys can adjust the precise frequency.

ARROWS

The Arrow buttons control Tuning, Volume, 

Track Skip etc depending upon which mode is 

currently selected.

T

T

BLUETOOTH

Pressing this button will allow you to receive 

audio played from Bluetooth enabled device. 

You can control volume and skip tracks as 

described for the USB option. You will have to 

following page. When this mode is activated 

then Power button will be lit Red.

REMOVE PROTECTIVE FILM ON CONTROL 
PANEL BEFORE USE

 
M The button can be used to Store Radio stations 

into Memory. The button also serves as a toggle 

the function of the ARROW keys for time/ 

temperature/track/volume/tuning etc. 

 

TUN  

Pressing this button will allow you to enter the 

tuning mode when the Radio is activated. The 

current frequency will be displayed and by using 

the Arrow keys can adjust the precise frequency. 

 

   BLUETOOTH 

Pressing this button will allow you to receive 

audio played from Bluetooth enabled device. 

You can control volume and skip tracks as 

described for the USB option. You will have to 

PAIR the shower to a Bluetooth device rst - see 

following page. When this mode is activated 

then Power button will be lit Red. 

 

  RADIO 

This button activates the built in FM Radio. In 

this mode the power button will be lit White. 

Pressing the TUN button and then using 

the ARROW buttons allows you to change radio 

frequency. 
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Electronic Control Panel 
Your steam shower is tted with an electronic control panel 

that allows you to operate the electronic features 

of your shower. From the control panel you can control the 

lights, Steam, Radio, and Bluetooth audio. 
 
Power ON / OFF 

In standby mode this button is lit Red. 

Press and keep pressing the power button until 

the panel beeps and the light turns Blue. The 

Panel is now active. 

 

If the panel is not used for 30 seconds, the panel will 

LOCK. This is noted by the lines in the display FLASHING. 

To deactivate the LOCK, simply press and hold the  

button until a beep is heard and the lines stop ashing. 

 

LIGHTS 

This model comes with an LED light 

surrounding the monsoon. Press the light 

button. With each press, the display will show 

ON1, ON2, ON3, OFF. The panel  is  able to  accept 

up to three di erent light relays, hence the 

various light modes. Toggle to OFF to turn the 

light o  . 

 

STEAM 

Pressing the Steam button activates the steam 

Generator. 

Press the M button to toggle between the 

Temperature and Duration/Time settings. 

Temperature is the setting the cabin will try to 

maintain inside the cabin and duration is the 

length of time you plan to use the steam. Do 

NOT use the steam function for longer than 15 

minutes in a session, allowing to fully cool before 

re-use. 
 

FAN  

The circulation fan can be activated to draw air/ 

steam inside the cabin out. This may be used in 

conjunction with the steam. 

 

OZONE 

Close the shower doors and press the Ozone 

button. Leave the shower to carry-out this process 

which takes approximately 10 minutes. then 

open the doors and allow the shower to fully 

air dry. This device does not may any audible or 

visual noti cation other then the panel display, 

but the aroma of Ozone may be noticeable when 

you open the doors. The Power button  ashes 

during this process.

  

 

ARROWS 

The Arrow buttons control Tuning, Volume, 

Track Skip etc depending upon which mode is 

currently selected. 
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Re-fi t each of the Chrome Dial Plates from the 
ffront off the panefl.  Thfis wfiflfl now hofld the vaflve fin position.
Adjustment can be made to the rear nuts to allow 
the valve to be seated correctly against the panel.
Now you can re-fi t each of the chrome dials, 
remembering to fi t the lower (thermostatic control 
dial) on the lower most position.
Now the valve is in position and tight you can 
fi t the two WRAS approved, Braided hoses to 
the water inlets at the bottom of the valve in 
preparation for connecting to water at a later stage.
Connect also the silver/grey hose from the 
overhead shower that is pre-fi tted to the upper 

 Ensure thfis connectfion fis 
watertight.

part off the centrafl panefl.
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The Thermostatic Shower Valve will need 
to be fi tted into the central tower panel 
into the three pre-drilled, vertical holes 
available for it.  
First remove the 3 Chrome Dials from the 
valve.
The Selector Dial and ON/Off  Dial are 
removed by unscrewing the Chrome Lug 
on the side. Once removed this should also 
come free with the threaded grub screw part 
in place, so the dial will now pull off .

The Temperature Dial has a small silver cap 
on the opposite side to the Lug. Remove 
this cap and insert a 2.5mm Allen Key inside 
to the grub screw. Turn a small amount to 
loosen (not remove) and then pull the dial 
away.
Next unscrew each of the Chrome Dial 
plates.

Now position the valve from the rear of the 
central panel to align with the holes and 
push through the holes.
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ST4*20mm taping screw

X10

ST4*20mm taping screw

ST4*20mm

ST4*20mm

You will need to install the Ozone unit before 

Unscrew the silver 
 er 

this on the inside 
aspect of the 
ceiling and screw 
this into the main 
body of the unit as 
it is placed on the 
upper side of the 
ceiling.

Ozone is inside roof package
hole for ozone is predrilled on roof.
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