
         Wireless Display Receiver
                  Quick Start Guide    rev 2.0

Introduction

EZCast supports multiple wireless display standards, 
including EZCast, Miracast, DLNA and EZAir (compatible 
with iOS and macOS). Ongoing firmware upgrades are 
provided to support latest operating systems. Please 
read this guide to install and setup your EZCast. Happy 
Casting!
                                                                     Support@EZCast.com

Learn More
Visit https://www.EZCast.com for more information.
Visit https://www.YouTube.com/EZCast for video 
tutorials.

Software Installation
Visit https://www.EZCast.com/App to download 
platform-specific applications and User Manual.
Scan the QRCode below to download EZCast mobile 
App.

 

Hardware Installation

Wireless 2.4GHz and 5GHz network
 

If EZCast is not connected to wireless home router, then 
you may switch between 2.4GHz and 5GHz by pressing 
the button inside the reset hole on EZCast dongle.
An “5G” icon will show up once EZCast has been 
switched to 5GHz wireless band. 
If EZCast is connected to wireless home router, then 
EZCast will operate at the same wireless band as the 
router. 
EZCast’s WiFi SSID and Password are shown on the TV 
screen. You may connect your mobile phone or laptop to 
the EZCast's WiFi SSID, and then setup EZCast 
accordingly.

Setup for Android
1. Turn on EZCast dongle. Scan QRCode on TV screen to 
download EZCast app.
2. Connect your Android device to EZCast via WiFi. 
Note: EZCast’s WiFi SSID and Password are shown on 
TV screen. Please also connect EZCast to home WiFi 
router for Internet access and firmware upgrade.
3. Launch EZCast App on your Android.
4. Enable Screen Mirroring on EZCast App then your 
Android screen will appear on your TV.

Miracast Screen Mirroring
If your Android support Miracast (aka Smart View on 
Samsung device, Multi-screen on Huawei), you may 
mirror to EZCast using Miracast.
 

Google Home Screen Mirroring
You may download Google Home App from Google 
Play. Launch the Google Home App, login with Google 
account. Then you may mirror to EZCast using Google 
Home as below.
 

Note: EZCast dongle need to be connected to Internet 
for using Google Home App

Setup for iOS (iPhone/iPad)
1. Turn on EZCast dongle. To discover more functions 
of EZCast, please scan QRCode on TV screen to 
download EZCast app from App Store.
2. Connect your iPhone/iPad to EZCast via WiFi. 
Note: EZCast’s WiFi SSID and Password are shown on 
TV screen. Please also connect EZCast to home WiFi 
router for Internet access and firmware upgrade.
3. Swipe up on your iPhone and tap on Screen 
Mirroring, then select EZCast as target.
4. Your iPhone/iPad screen will appear on your TV.

Setup for Windows
1. Turn on EZCast dongle. Download and install EZCast 
application.
2. Connect your Windows with EZCast via WiFi. 
Note: EZCast’s WiFi SSID and Password are shown on 
TV screen. 
3. Launch EZCast application and connect EZCast to 
home WiFi router for Internet access and firmware 
upgrade. 
4. Enable screen mirroring using EZCast application, 
and your Windows screen will appear on your TV.

 

Chrome Browser Screen Mirroring
You may install Chrome Browser, and then mirror to 
EZCast as below.

 

1. Launch Chrome Browser
2. Click on “Customize and Control”
3. Click on “Cast�”
4. Select EZCast as the receiver of mirroring.

Note: You may need to turn off firewall of Windows for 
Chrome browser screen mirroring
 

Setup for macOS
1. Turn on EZCast dongle after installation. Download 
and install EZCast application.
2. Connect your Mac with EZCast via WiFi. 
Note: EZCast’s WiFi SSID and Password are shown on 
TV screen. 
3. Launch EZCast application and connect EZCast to 
home WiFi router for Internet access and firmware 
upgrade. 
4. Enable screen mirroring using EZCast application, 
and your Mac screen will appear on your TV.

EZCast App and Laptop Applications
 

Please install EZCast App to your mobile phones, and 
EZCast application to your laptops. Then you may 
connect and setup your EZCast using App or application.

 

Connect EZCast to Internet
1. Connect to EZCast dongle via WiFi. 
Note: EZCast’s WiFi SSID and Password are shown on 
TV screen. 
2. Launch EZCast App, search for EZCast dongle
3. Select EZCast dongle to connect

 

4. Click on Menu
5. Click on Settings
6. Click on Internet. EZCast dongle will scan for WiFi 
network, then select your home router and enter 

Turn on Wallpaper
1. Connect EZCast dongle to Internet.
2. Launch EZCast App, connect with EZCast dongle and 
then enter “Settings”
3. Turn on “Wallpaper”, you may also enter “Keyword” 
for searching your favor photos. Click “OK” button.
4. Disconnect your mobile devices and computers with 
EZCast dongle. After EZCast dongle standby for around 
60 seconds, EZCast will start loading wallpaper on your 
screen.

Autoplay videos on startup
Please read below guide to learn more about setting up 
autoplay for your EZCast dongle. 
https://www.ezcast.com/blog/2240/how-to-setup-
ezcast-to-autoplay-your-favourite-videos-on-
startup-video

EZCast Settings 
1. Internet: Connect EZCast to home WiFi router
2. Resolution: Change output resolution
3. Password: Change password of EZCast hotspot
4. EZChannel: Turn on autoplay of EZChannel
Start video streaming from Internet once your turn on 
EZCast dongle. 
Note: You need to create an EZCast account and Bind 
with EZCast.
5. Wallpaper: Turn on Wallpaper
6. EZAir: Change mirroring mode for iOS devices
7. Upgrade: Upgrade firmware of EZCast
8. Reset to factory: Factory reset your EZCast 

Function of Reset Hole
Take a small needle and try to press the button inside 
the reset hole
(1) Short Press: switch between 2.4GHz and 5GHz 
wireless network
(2) Long Press (> 5s): factory reset
(3) Press during startup: Use with repair tool
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FCC STATEMENT 
1. This device complies with Part 15 of the FCC Rules. Operation is 
subject to the following two conditions: 
(1) This device may not cause harmful interference. 
(2) This device must accept any interference received, including 
interference that may cause undesired operation. 
2. Changes or modifications not expressly approved by the party 
responsible for compliance could void the user's authority to 
operate the equipment. 
NOTE: This equipment has been tested and found to comply with 
the limits for a Class B digital device, pursuant to Part 15 of the 
FCC Rules. These limits are designed to provide reasonable 
protection against harmful interference in a residential 
installation. 
This equipment generates uses and can radiate radio frequency 
energy and, if not installed and used in accordance with the 
instructions, may cause harmful interference to radio communi-
cations. However, there is no guarantee that interference will not 
occur in a particular installation. If this equipment does cause 
harmful interference to radio or television reception, which can 
be determined by turning the equipment off and on, the user is 
encouraged to try to correct the interference by one or more of 
the following measures: 
Reorient or relocate the receiving antenna. 
Increase the separation between the equipment and receiver. 
 Connect the equipment into an outlet on a circuit different from 
that to which the receiver is connected. 
 Consult the dealer or an experienced radio/TV technician for 
help.
FCC Radiation Exposure Statement 
This equipment complies with FCC radiation exposure limits set 
forth for an uncontrolled environment. This equipment should 
be installed and operated with minimum distance 20cm between 
the radiator & your body

Upgrade EZCast firmware
Connect EZCast to home router in advance.
Click on Menu         Settings         Upgrade
Note: Please do NOT turn off the power of EZCast 
during firmware upgrade.
 

Control EZCast by voice
You are recommended to use voice control. Please visit 
below website to download manual.
http://www.ezcast.com/support

1. Turn on your TV and power up the EZCast dongle by 
connecting the USB cable from the dongle to a USB 
adapter (5V1A). Please place the WiFi receiver at a 
location with good WiFi reception.
2. Plug the EZCast dongle into an HDMI input port, 
which could provide power, on your TV. 
3. Set your TV’s source selection to the HDMI input 
port connected to EZCast dongle
4.  Your EZCast dongle shall power on and display 
instructions on your TV screen. 


